
WAGGOTT CAMS
No. S ADV DURATION LIFT TAPPET LOBE REMARKS

T TIMINGS CLEARANCE CENTRE

A Advertised @.050" Cam Valve @T.D.C.

G

E In. Ex. In. Ex. In. Ex. In. Ex. In. Ex. In. Ex. In. Ex. In. Ex.

407 1 24-54 69-22 260 270 192 198 .250 .250 .400 .400 .030 .022 HYD HYD 107 113

107 2 32-68 68-30 280 278 228 227 .295 .295 .454 .454 .065 .058 .018 .018 108 108 SOLID

408 2 26-63 68-24 270 272 208 209 .280 .280 .448 .448 .040 .037 HYD HYD 109 110

409 3 30-70 70-30 280 280 217 217 .285 .285 .456 .456 .052 .048 HYD HYD 108 111

110 3 37-73 71-35 290 286 226 224 .235 .225 .370 .352 .062 .061 .006 .008 108 108

410 4 38-78 78-38 295 295 226 226 .305 .305 .488 .488 .060 .055 HYD HYD 109 111

215 4 32-75 76-31 287 287 243 240 .292 .292 .452 .449 .075 .073 .015 .018 113 111

218 4 35-75 75-35 290 290 225 225 .278 .278 .445 .445 .067 .060 HYD HYD 108 108

104 5 47-78 80-48 305 308 251 254 .325 .330 .500 .506 .104 .104 .020 .022 105 108

250 6 40-84 86-44 304 310 255 259 .325 .330 .500 .506 .109 .109 .020 .022 107 109 SOLID

576 16-71 70-17 265 268 207 209 .278 .278 .445 .445 HYD HYD 117 117 LATE MODEL 302W HYD ROLLER

656 1 16-55 67-15 252 257 195 202 .268 .260 .429 .416 .023 .020 HYD HYD 110 112 GAS

551 2 24-62 65-22 266 267 205 205 .270 .270 .432 .432 .038 .035 HYD HYD 110 110

228 2 27-66 66-25 270 270 208 208 .295 .295 .472 .472 .040 .037 HYD HYD 109 111

737 3 30-68 69-28 277 277 215 214 .294 .294 .470 .470 .048 .042 HYD HYD 109 109

CODE:  FORD WINDSOR

PERFORMANCE - 48G

STANDARD         - 48S

BILLETT              - EP15-302 NOTES:  351 HAS DIFFERENT FIRING ORDER

                            - EP62-351

EXCHANGE        - DEP WIN              

              

ROCKER RATIO 1.6 

FORD 

WINDSOR 
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